


AC/EC Group Control 

FFU Motor Cloud Monitoring System 
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The system is easy to operate, can monitor the FFU on the computer and touch screen 

has strong anti-interference and low construction cost. The system is designed based on 

485 bus and adopts hierarchical control. The system can control up to 64516 units, which 

can be precisely controlled according to the customer's on-site FFU layout 

The FFU can work independently during PC and PLC standby 

Supply Power AC 1N 110,220V/50,60Hz 

Control Function: Can control single or group FFU A. Start B. Stop C.Regulat1on 

Monitoring Function: Can monitor single or group FFU A Working Status B. Error Alarm 
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Product Name AC FFU 

Product Model YN-FFU-A01 YN-FFU-A02 YN-FFU-A03 

Dimension(mm ) 575x575x220 575x1175x220 875x1175x275 

Filter Dimens ion{mm ) 570x570x69 570x1170x69 870x1170x69 

Air Volume 500m'/h lOOOm'ih 1500m'/h 

Noise 52-62dB(A) 52-62dB(A) 52-62dBIAI 

Air Pressure 200PA 200PA 260PA 

Power 170W 170W 200W 

We ight 28Kg 35Kg 47Kg 

Material Galvanized/powder coated/SUS 304 plate 

Supply Power AC lN 110, 220V/50,60Hz 

Control System 3 stage regulation, group reguation 

白lter Eff iciency 99 95%MPPS above H13七16@EN1822

Pre F ilter G3/G4 Filter, nylon filter 

Work Status power Indicator work indicator, Error ind icator 

Connection Type 3 Pin Av iat ion Male Female socket, terminat blocks 

Overload Protect ion Overload protect of motor and controller 
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Method port of reserve and Erro 

Product Name EC FFU 

Product Model YN-FFU-E01 YN-FFU-E02 YN-FFU-E03 

Dimension(mm ) 575x575x275 575x1175x275 875x1175x305 

Fi lter D imens ion(mm ) 570x570x69 570x1170x69 870x1170x69 

Air Volume 500m'/h lOOOm'ih 1500m'ih 
Noise 48~54dB(A) 48-54dB(A) 52-58dBIAI 

Air Pressure 210PA 210PA 280PA 
Power 60W 90W 140W 
We ight 28Kg 35Kg 47Kg 
Material Galvanized/powder coated/SUS 304 plate 

Supply Power E C 1N 220V/50.60Hz 

Control System Man u al stepless regulat ion, P C  group regulation 

F ilter Effic iency 99 95%MPPS above H13-U16@EN1822 

Pre Filter G3/G4 Filter, nylon filter 

Work Status Work indicat ion, Error indicat ion 

Connection Type Term inal Bolcks 

Overload Protection Overload protect of motor and controller 
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Method R485 T CP 

Notic: Pressure dev;at;on range±5% 
FFU test standard base on; IEST-CC00361-2014, GB/T388-2012, GB/T1236-20000. GB9068-1988 
No;se value ;s 1.Sm below the a;r outlet of the filter 
Above data ;s laboratory test value,dev;at;on value depend on s;te s;tuat,on 
can custom;zed acord;ng to c1;ent's requ;erements 

YANING CLEAR — 33/34 

YN-FFU-A04 

1175x1175x295 

1170x1170x69 

2000m'/h 

52-62dB(AI 

290PA 

240W 

55Kg 

YN-FFU-E04 

1175x1175x305 

1170x1170x69 

200Dm'ih 

52-58dB(A) 

280PA 

160W 

55Kg 


